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	NAME OF CONTRACT
	
	NAME OF INSPECTOR
	

	Equipment Number
	
	DESIGNATION
	

	No
	Checklist
	Mon
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	Thurs
	Fri
	Sat
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	Tues
	Wed
	Thurs
	Fri
	Sat
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	1
	A Scaffold supervisor must be appointed in writing.
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	2
	Scaffold Inspector must be appointed in writing.
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	3
	Scaffold erection certificates valid and approved.
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	4
	Foundations must be level and scaffolds placed on sole plates. 
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	5
	Uprights (standards) must be fitted with base plates.
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	6
	Uprights (standards) must be vertical (plumb) and secured.
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	7
	Horizontals (ledgers) must be level and properly secured.
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	8
	All scaffold structures must be adequately braced and secured.
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	9
	All scaffolding must be adequately tied to the structure.
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	10
	Platforms must be fully boarded & secured along with toe boards.
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	11
	Platforms must have handrails all round (900mm-1000mm).
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	12
	Safe access to be provided to all working platforms- ladders/stairs.
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	13
	Safety harnesses to be worn when erecting or dismantling.
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	14
	Signs indication “SAFE” or “UNSAFE” must be erected.
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	15
	No persons allowed on mobile scaffolds while being moved.
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	16
	Mobile scaffolds must have brakes on castor wheels.
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	17
	Mobile & tower scaffolds must not exceed height ratio of 1: 3.
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	18
	Scaffold platforms must be kept free of tripping hazards.
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	19
	Walkways below scaffold structures to be protected.
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	20
	Workers not to remain on scaffolds in inclement weather.
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	21
	Scaffold erectors, team leaders & inspectors must be trained.
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	22
	Inspections to take place weekly and after inclement weather. 
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	Action Date to Rectify deviations
	
	
	
	
	
	
	
	
	
	
	
	

	Responsible person to action Deviations
	
	
	
	
	
	
	
	
	
	
	
	

	Signature of Responsible person
	
	
	
	
	
	
	
	
	
	
	
	

	Signature of the Appointed Inspector
	
	
	
	
	
	
	
	
	
	
	
	

	Date Closed out
	
	
	
	
	
	
	
	
	
	
	
	


Instruction: Please complete and tick (√) the appropriate box for each check and for each month. Indicate when the deviations should be fixed and by whom as well as when the deviations was completed.

Y = Yes / Safe / No deviation.      N = No / Not Safe / Deviation / Needs repair.
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