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	NAME OF CONTRACT
	
	NAME OF INSPECTOR
	

	Equipment Number
	
	DESIGNATION
	

	No
	Checklist
	Jan
	Feb
	Mar
	Apr
	May
	Jun
	Jul
	Aug
	Sep
	Oct
	Nov
	Dec

	
	
	Y
	N
	Y
	N
	Y
	N
	Y
	N
	Y
	N
	Y
	N
	Y
	N
	Y
	N
	Y
	N
	Y
	N
	Y
	N
	Y
	N

	1
	Elect-equipment supervisor and inspector to be appointed.
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	2
	Only trained and competent operators to use portable e-tools.
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	3
	No visible damage or cracks to the casing.
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	4
	Handles must be in good condition.
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	5
	Switches must be in good working order.
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	6
	Plugs must be in good condition and correctly wired. 
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	7
	Cable must be secured properly inside plug.
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	8
	Cables must not be damaged and joints correctly repaired.
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	9
	Earth wire must be present and if not then Double Insulated.
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	10
	There must be earth continuity – test earth leakage unit.
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	11
	Guards present must be in working order and not damaged.
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	12
	Accessories such has blades, bits must be sharp and not warped.
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	13
	Electrical tools must not have a Dead Man’s switch.
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	14
	Grinder disks must be checked for correct type and use.
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	15
	Bench grinders must have eye screen and eye protection sign.
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	16
	Bench Grinders must have a min 3mm gap between disk & plate.
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	17
	All connections on welding equip to be in good condition.
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	18
	Skill saw movable guard blades must be present & working.
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	19
	Portable lights must be insulated and globes sufficiently protected.
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	20
	The correct type of PPE must be issued and used with all tools.
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	21
	Portable electrical tools must be inspected monthly.
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	22
	Is the Minimum Standards followed on the colour coding of equipment.
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	Action Date to Rectify deviations
	
	
	
	
	
	
	
	
	
	
	
	

	Responsible person to action Deviations
	
	
	
	
	
	
	
	
	
	
	
	

	Signature of Responsible person
	
	
	
	
	
	
	
	
	
	
	
	

	Signature of the Appointed Inspector
	
	
	
	
	
	
	
	
	
	
	
	

	Date Closed out
	
	
	
	
	
	
	
	
	
	
	
	


Instruction: Please complete and tick (√) the appropriate box for each check and for each month. Indicate when the deviations should be fixed and by whom as well as when the deviations was completed.
Y = Yes / Safe / No deviation.      N = No / Not Safe / Deviation / Needs repair.
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